SATCHASER

COMMUNICATION SOLUTIONS

® Manufacturer and supplier of
quality satellite antenna

1.2m & 1.5m Antenna

A rugged commercial-grade 1.2m and 1.5m heavy-duty
antenna system offering a cost effective solution for
today’s needs. The reflector is a one-piece metal
pressing, having an integrated curled rim shape to
significantly increase the rigidity of the system. A large
quality-pressed support ring interfaces between the
mount and the reflector. The design of this component
allows for a highly stable system. The Az/El mount is
constructed from heavy-duty steel, providing a rigid
mount system. :

In addition to the standard Az/El mount, the system is
also available with a polar mount, allowing easy
installation for motorised multiple-satellite reception
application.

1.2m 1.5m
: Electrical
Antenna Gain 10.7 GHz 41.1 dBi 43.0 dBi
o 11.7 GHz 42.0 dBi 43.8 dBi
12.75 GHz 42.6 dBi 44.6 dBi
- Efficiency 72%
et Cross Polar Isolation >28dB
Beamwidth -3 dB 1.6° 1.2°
m -10 dB 2.4° 1.9°
U VSWR 1001
Mechanical
s . Antenna Effective aperture 1.2m 1.2m
Physical dimensions (includes rim) 1.2m x 1.4m 1.5m x 1.7m
4 Optics One-piece Offset
Mount Az/El or Polar
U Elevation range 15° to 90°
Azimuth range 360° continuous
o Mast Diameter 75mm (3")
Clamp Diameter 40mm with 23mm bushings
n Humidity 0 to 100% (condensing)
Wind Loading Operational 80km/hr
m Survival 180km/hr
Shock and Vibration As encountered during shipping and handling



